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EYEWASH STATIONS B

Model Product Code Description 1-3 4+

961986 FEN 32-000400-0000 FlashFlood Station 113.82 105.06
961987N FEN 32-000401-0000 Cartridge 28.76 26.54
Model Product Code Description 1+

961989 FEN 32-000402-0000 Wire Rack (empty) 32.27

PORTA-STREAM® PORTABLE
EYEWASH STATIONS
These gravity-fed self-
contained, portable
eyewash stations come
complete with Eyesaline®

concentrate or fend•all
Water Preservative in four
unique models.

Porta-Stream® I: 6 minutes flush time, holds 6 gallons Eyesaline® at ambient
temperature. Includes 70 oz. bottle of Eyesaline® Concentrate to be mixed with
water and 8 x 10" vinyl eyewash sign. ANSI Z358.1. Classified personal.
Porta-Stream® II: Provides 15 minutes of flushing time, holds 16 gallons of 
Eyesaline® solution at ambient temperature. Includes 180 oz. bottle of Eyesaline®

Concentrate to mix with water and 8 x 10" vinyl eyewash sign. SEI certified to meet
ANSI Standard Z358.1. Classified primary. Lockable cap inhibits tampering.
Porta-Stream® II with fend•all: Provides 15 minutes of flushing time, holds 16
gallons of fend•all solution at ambient temperature. Complete with 8 oz. bottle of
fend•all Water Preservative concentrate. SEI certified to meet ANSI Standard
Z358.1. Classified primary. Lockable cap inhibits tampering.
Porta-Stream® III: Electrically heated unit holds 15 gallons of Eyesaline®

solution with 15 minutes flush time. Ships with 180 oz. bottle of Eyesaline®

Concentrate to be mixed with water and 8 x 10" vinyl eyewash sign. Meets ANSI
Z358.1 Standard. Classified primary.
Waste Water Disposal Cart: Designed to catch waste eyewash flushing 
solution by placing it under any self-contained eyewash unit. Transportable for easy
disposal of waste fluid.

Model Product Code Description Packaged 1+

961982 FEN 32-000100-0000 Porta-Stream® I 186.43
961984 FEN 32-000200-0000 Porta-Stream® II with 261.61

Eyesaline® Concentrate
961954 FEN 32-000230-0000 Porta-Stream® II with 216.59

fend•all Preservative
961990 FEN 31015GAL Porta-Stream® III (arctic) 1,216.00
961979 FEN 32-000502-0000 Eyesaline® Solution 4 gal/ca 61.20
961983 FEN 32-000509-0000 Concentrate Refill for PS I 70 oz. 29.03
961985 FEN 32-000513-0000 Concentrate for PS II/PS III 180 oz. 52.02
961988 FEN 32-000511-0000 Disposal Cart 156.67
961992 FEN 32-000517-0000 Dust Cover 19.00

The two required Pure Flow Eyesaline® Solution Cartridges must be ordered
separately. Each cartridge contains 3-1/2 gallons of solution, and has expiration 
date as well as lot number imprinted on it. Each cartridge includes nozzle
assembly and delivery hose.

The Pure Flow 1000® Weather Cover protects the emergency eyewash station
from rain and airborne particles, and it is made of a reflective material to keep 
the eyewash solution cool in direct sunlight. It fits snugly around the activation
handle, so the station is activated exactly as if it had no cover.

Model Product Code Description Packaged 1+

961977 FEN 32-001000-0000 Pure Flow 1000® Station 278.90
961978 FEN 32-001050-0000 3-1/2 gallon Cartridges 2/ca 104.59
961938 FEN 32-001010-0000 Weather Cover 214.55
961999 FEN 32-001060-0000 Universal Cart 442.90
961967 FEN 32-001061-0000 Waste Container for Cart 71.43

The Pure Flow 1000® is a self-
contained, gravity-fed
emergency eyewash station
that delivers Eyesaline®, a
purified solution formulated to
establish pH and isotonicity for
safe, effective use. The station
provides a constant flow rate
for the full 15 minutes. Its
ergonomic design allows for no
obstructions in flushing basin,
and sturdy arm rests provide
support during flushing. Pure
Flow 1000® eliminates a
potential safety hazard of fluid
disposal by capturing the waste
flushing fluid. It measures
30H x 29W x 22-1/2"D and
includes wall mounting 
bracket and 8 x 10" vinyl
eyewash sign. Flow rate meets 
ANSI Z358. 1 Standard.

Pure Flow 1000® houses two Eyesaline® cartridges. Each contains 3-1/2 gallons
of Eyesaline®. The cartridges, hoses and nozzles are one replaceable, integral
unit. This guarantees a non-contaminated Eyesaline® wash. The cartridges are
safety sealed and last 24 months (four times longer than any other refill solution)
unless activated prior to expiration.
The unique Pure Flow 1000® nozzle design provides a gentle "ribbon" of
Eyesaline® at an ambient temperature for the entire 15-minute wash cycle,
ensuring maximum comfort for workers. Eyesaline is contaminant-free, 
pH-balanced, and formulated to the salinity of human tears; therefore, 
it provides a safer, more comfortable wash than tap water.

Porta-Stream®

II Shown

A pull of the retainer
strap activates quick
flashflood action of
Eyesaline® solution
for up to 3 minutes.
Completely
transportable.
Contains 1 gallon 
of solution. Wire
storage rack holds 
4, one-gallon refill
cartridges for an
additional 12 minutes
of flushing. Wall or
surface mounted.
ANSI Z358.1.
Classified personal.

EMERGENCY
EYEWASH STATION

FLASHFLOOD EMERGENCY
EYEWASH

N

Porta-Stream® III with
dust cover shown. Disposal Cart Shown
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